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SCOPE OF ACCREDITATION 

CAB Name & Address:  National Metrology Laboratory (NML-BSTI), Maan Bhaban,  

116-A Tejgaon Industrial Area, Dhaka-1208, Bangladesh 

Accreditation Standard: ISO/IEC 17025:2017 Accreditation Date: 30 September  2018 
Certificate Number: 02.001.18 Issued on: 09 June 2022 
Last Amended on: 
Amendment no: 

NA 
NA 

Valid until: 29 September 2024 

S.N. Measured quantity 
Instrument/Gauge 

Reference to Method Measurement 
range/value 

Calibration Measurement 
Capabilities (CMC) 
expressed as expanded 
uncertainty U (k=2) 
(to be expressed in ±) U (k=2 

Field: Mechanical (Length) 
1. Engineer tape measure CP-L 02 0-10 m ± 0.08 mm 

2. Engineer steel rule CP-L 03 0-1.5 m ± 0.06 mm 

3. Gauge Block CP-L 01 0.5-100 mm ± 0.08 – 0.17 μm 

4.
Micrometer CP-L 05 0-600 mm 

± 0.6µm for LC-0.0001mm 
± 1µm for LC-0.001mm 
± 4µm for LC-0.01mm 

5. Feeler Gauge CP-L 08 Up to 1.0 mm ± 2.5 μm 

6. Dial Gauge CP-L 07 0-100 mm 
± 1µm for LC-0.001mm 
± 6µm for LC-0.01mm 

7. Height Gauge, 

Vernier Caliper 
CP-L 06 0-600 mm 

± 10µm for LC-0.01mm 
± 14µm for LC-0.02mm 
± 30µm for LC-0.05mm 

Field: Mechanical (Mass) 

8. Mass Standard CP-M01 

1 mg ± 0.003 mg 
2 mg ± 0.003 mg 
5 mg ± 0.003 mg 
10 mg ± 0.003 mg 
20 mg ± 0.003 mg 
50 mg ± 0.004 mg 
100 mg ± 0.005 mg 
200 mg ± 0.006 mg 
500 mg ± 0.008 mg 
1 g ± 0.010 mg 
2 g ± 0.012 mg 
5 g ± 0.016 mg 
10 g ± 0.020 mg 
20 g ± 0.025 mg 
50 g ± 0.03 mg 
100 g ± 0.05 mg 
200 g ± 0.10 mg 
500 g ± 0.25 mg 
1 kg ± 0.50 mg 
2 kg ± 1.0 mg 
5 kg ± 2.5 mg 
10 kg ± 5.0 mg 

Field: Mechanical (Weighing Balance – Lab and Onsite) 

9. Weighing Balance CP- M02 (0 to 220) g 
Readability ≥ 0.1 mg 

± 0.1 mg 
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